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Diese Anleitung ist nach unserem derzeitigen Kenntnis-
stand verfasst. Rechtliche Ansprüche auf Richtigkeit
bestehen nicht. Technische Änderungen vorbehalten.

Sehen Sie auch in unserem Katalog
oder im Internet unter www.touratech.com

DIN EN ISO 9001:2000

Zertifikat 15 100 42285

Montage

1. Stecken Sie zuerst die Blende über den
Seitenständer

2. Setzen Sie danach Zwischenplatte und
Bodenblech (Bild 1) unter die Blende
und verschrauben Sie alle Teile mit:

A) 4 x Senkkopfschraube M5 x 12
B) 4 x U-Scheibe M5 klein
C) 4 x Mutter selbstsichernd M5

Installation

1. Set the top plate over the side stand.

2. Set then the middle plate as well as the
bottom plate (Photo 1) under the top plate
and attach all plates with following
hardware:

A) 4 x Screw counter sunk M5 x 12
B) 4 x Washer M5 small
C) 4 x Nut self securing Nylock M5

Achtung! Wichtige Hinweise

Passt an R1200GS und R1200GS ADV
ab 2006!

Attention! Important information

044-0205 works on R1200GS from
model year 2006 and newer as well as
on R1200GS ADV

Lieferumfang:

1 x Blende Alu eloxiert 2mm
1 x Zwischenplatte Alu eloxiert 3mm
1 x Bodenblech Edelstahl
4 x Senkkopfschraube M5 x 12
4 x U-Scheibe M5 klein
4 x Mutter selbstsichernd M5

Contains:

1 x Top plate aluminum anodized 2mm
1 x Middle plate aluminum anodized 3mm
1 x Bottom plate stainless steel
4 x Screw counter sunk M5 x 12
4 x Washer small M5
4 x Nut self-securing nylock M5

01-044-0205-0

Anleitung Seitenständerauflagen-
Verbreiterung BMW R1200 GS ab
2006 und R1200 GS ADV

Installation Instruction: Side Stand
Extension Plate R1200GS (2006
and newer) and R1200GS ADV

These instructions are at our present level of
knowledge. Legal requirements do not exist.
Technical issues subject to change.
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