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Anleitung:Erhéhungsplatte 4mm fiir
Seitenstanderauflagenverbreiterung

DE20070122

| Lieferumfang:
1 x Erhéhungsplatte 4mm

4 x Schraube Senkkopf M5x16
| 4 x Schraube Senkkopf M5x20
4 x Schraube Senkkopf M5x25
4 x Mutter selbstsichernd M5

Achtung: Wichtige Hinweise zur
Montage

Sie kénnen bis zu drei Erhdhungsplatten
montieren. Verwenden Sie bitte in
Abhangigkeit der Anzahl montierter
Platten, die entsprechende
Schraubenlange.

Verwenden Sie bitte aus
Sicherheitsgrinden die beiliegenden,
neuen Muttern selbstsichernd.

Achtung!

Kontrollieren Sie bitte in regelmaBigen
Abstinden die Federstarke der
Seitestanderfedern, damit ein
einwandfreies Einklappen des
Seitenstianders gewahrleistet bleibt!

Bei M5x16 und M5x20 Schrauben die U-
Scheiben NICHT verwenden!

Wir empfehlen lediglich die Montage
von bis zu zwei Erh6hungsplatten!
Eine dritte Erh6hungsplatte kann bei
eingeklapptem Seiten- und
Hauptstinder am Hauptstéander
anstehen (Bild 1)!

Diese Anleitung ist nach unserem derzeitigen Kenntnis-
stand verfasst. Rechtliche Anspriiche auf Richtigkeit
bestehen nicht. Technische Anderungen vorbehalten.

Sehen Sie auch in unserem Katalog
oder im Internet unter www.touratech.com
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Instruction: 4mm Side Stand Riser
Plate for 01-044-0205-0 BMW R1200

01-044-0205-0 BMW R1200GS/ADV 2006- GS/ADV 2006-

Contents:
1 x Side stand riser plate 4mm

4 x Screw countersunk M5x16
4 x Screw countersunk M5x20
4 x Screw countersunk M5x25
4 x Nylock nut M5

Attention: important tips, explanations

You can use up to three riser plates with
side stand extension 044-0205.

Use the longers screws according to
number of riser plates.

Use the supplied new nylock nuts when
installing riser plates.

NOTE:

Check the condition of the side stand
spring in regular intervals.

Make sure that the spring is strong
enough to pull the side stand up at all
times.

Do NOT use the washers M5 small for
the application of M5x16 and M5x20
screws!

We recommend the use of up to two
riser plates.

Third riser plate may conflict with the
center stand when both are up (pic. 1)!

These instructions are at our present level of
knowledge. Legal requirements for correctness do not
exist. Technical issues subject to change.
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