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Anlecitung
Flaschenaufnahme cinzel / doppel

Lieferumfang:
1 x Flaschenaufnahme doppel
4 x Spannriemen
6 x Schraube Linsenkopf M4x10
6 x Mutter selbstsichernd M4

12 x U-Scheibe grol M4

Lieferumfang:

1 X Flaschenaufnahme einzel

2 X Spannriemen

3 x Schraube Linsenkopf M4x10
3 x Mutter selbstsichernd M4

6 x U-Scheibe groB M4

Montage:

o Zuerst suchen Sie sich eine Stelle an lhrem
Motorrad welche steinschlag- und sturz-
geschitzt ist. Ubertragen Sie die Bohrungen der
Flaschenaufnahme. Dann Bohren Sie an diesen
Stellen mit einem Bohrer @4,2mm die Locher.
(Die Verwendung von Silikon erhoht die Spritz-
wasserdichtigkeit stark.)

Achten Sie darauf, dass keine dahinter
liegenden Teile angebohrt werden.

Schrauben sie nun die Flaschenaufnahme mit
den beiliegenden Linsenkopfschrauben,
U-Scheiben und den Muttern an.

FUhren Sie bitte die Spanngurte durch die Osen.

{ Achten Sie immer auf festen und sicheren Sitz

der Flaschen.

Achtung: Achten Sie bitte bei der Montage
(gerade bei Sondersystem-Koffern) auf

ausreichenden Abstand zur Auspuffanlage! .
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Die Flaschenaufnahme ist €.
auch fur viele andere :
Flaschen geeignet.

Sehen Sie auch in unserem Katalog oder im Internet unter www.touratech.de

Diese Anleitung ist nach unserem derzeitigen Kenntnisstand verfasst. Rechtliche Anspriiche auf Richtigkeit bestehen nicht. Technische Anderungen vorbehalten.
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01-070-0526-0 Bottic holder single / double
Content: Content:

1 x bofttle holder double 1 x bottle holder single

4 x strap 2 x strap

6 x screw dome head M4x10 3 x screw dome head M4x10
6 x nylock nut M4 3 x nylock nut M4

12 x washer M4 6 x washer M4
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Atftention: Please make sure that there is enought
space between bottle holder and exhaust system!

(important at "special system" panniers)

The bottle holder can be
used with various bottles.

Assembly:

Locate the bofttle holder on a position on your
motorcycle, that is secure against stone-
chipping and crash.

Align the holder and mark the position of the
holes. Make sure that no other parts will be
damaged while drilling!

Drill the holes with @4.2mm.

Mount the bottle holder using the screws,
washers and nylock nuts.
Loop the straps through the holder.

NOTE: Check bottles always s for secure fit and
retighten if necessary!
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These instructions are at our present level knowledge. Legal requirements for correctness do not exist. Technical issues subject to change.
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